REMOVAL OF HEXAVALENT CHROMIUM FROM SYNTHETIC WASTEWATER BY USING BIOCARBON

Malairajan Singanan¹* and Sathianesan Starlin Shyla²

¹PG and Research Department of Chemistry, Presidency College (Autonomous), Chennai – 600 005, Tamil Nadu, India.
²Research Scholar (PT), PG and Research Department of Chemistry, Government Arts College (Autonomous), Kumbakonam – 612 002, Tamil Nadu, India.

Corresponding Author
Malairajan Singanan
Email: swethasinganan1966@gmail.com

Article Info
Received 13/10/2016; Revised 29/11/2016
Accepted 11/12/2016

ABSTRACT
Presence of toxic heavy metals in industrial effluents becomes a major human and environmental health problem. Particularly, hexavalent chromium is highly toxic in nature and is a major pollutant in the tannery wastewaters. For the removal of such heavy metals, number of cheap adsorbents has been developed from agricultural waste materials by different processes. In present investigation, “Lantana camara plant leaves,” which is a medicinal plant material, was selected for the production of biocarbon as adsorbent for the removal of heavy metals in aqueous solutions. This adsorbent was used for the removal of chromium (VI) in batch mode in initial concentration and temperature of 100 mg/L and 28 ± 2°C, respectively. The influence of contact time, initial metal ion concentration, biocarbon dose and pH was studied. To know the properties of adsorbent different analysis such as FT IR, EDAX and SEM were studied. Evaluation of FTIR spectroscopy revealed the involvement of –OH, C=O, C–O groups on the biocarbon surfaces in chromium binding. The optimum biocarbon dose in this experimental study was 2.5g/100mL and the pH solution was 4.8. The analytical results suggest that, the adsorption capacity of the biocarbon as adsorbent was 95.80% for 100 mg/L solution at the contact time of 180 min. This study indicated that, the biocarbon generated from Lantana camara plant leaves can be used as an effective and environmentally friendly biosorbent for the treatment of Cr (VI) ions in aqueous solutions.

Keywords: Lantana camara, biocarbon, hexavalent chromium, tannery wastewaters.

INTRODUCTION
The modernization process and sustainable development goals lead to the rapid growth industrialization and urbanization. This process resulted in exponential discharge of industrial effluents and toxic heavy metals in to aquatic and terrestrial ecosystem [1]. Treatment of wastewater generated by industrial processes is a primary concern. Industrial processes such as electroplating, dichromate and basic chrome sulphate manufacturing, tannery, anodizing, cutting tools, and chrome mining are usually produce a large volume of wastewater with considerable amount of chromium [2].

Number of treatment methods has been developed and are available for the removal of toxic metal such as chromium from aqueous solutions and industrial wastewater [3]. Most of these methods have drawbacks such as high capital and operational cost [4, 5]. Therefore, there is a need for the development of a new methodology with low cost, easily available material by which chromium can be removed from industrial wastewaters. Recently, researchers have studied the removal of Cr (VI) from aqueous solution is by using natural and low cost materials as adsorbent [6, 7].

Adsorption process and method has many advantages. It is very simple, efficient and versatile
method for removing chromium ions in industrial wastewater [8 – 10]. In many adsorption processes, commercial activated carbon (CAC) is used as adsorbent. Although it possesses large sorption capacity for the removal of heavy metal ions, the higher unit cost restricts their potential use for environmental protection applications. The present investigation deals with the application of biocarbon generated from Lantana camara plant leaves for the effective removal of chromium (VI) from synthetic wastewater.

MATERIALS AND METHODS

In this study, 1000ppm stock solution of Cr (VI) was prepared by dissolving 1.4143g of analytical grade potassium dichromate (K₂Cr₂O₇) substance in deionized water and diluted to 500mL. Lantana camara plant leaves were collected and washed several times with distilled water and shade dried for two days. The biocarbon was prepared by using standard procedures outlined in literature [11]. The resulting biocarbon was preserved and used as an adsorbent. The particle size of biocarbon between 90 and 125 µm was used in the batch biosorption studies.

The biosorption capacity of the biocarbon on removal of Cr (VI) in a synthetic wastewater was performed in this present study. For the purpose of optimization, 50mL of Cr (VI) solution (100mg/L) was placed in seven 250mL capacity Erlenmeyer flask with stopper. In the experimental flask, biocarbon dose of 0.5 to 3.5g was added and equilibrated at the speed of 250rpm for 3hours (pH = 4.8). At the end of the equilibrium time, the samples were filtered off and the concentration of Cr (VI) was determined using AAS procedure. In the similar manner, the optimal contact time was established with the biocarbon b

The biosorption capacity of the biocarbon on removal of Cr (VI) in a synthetic wastewater was performed in this present study. For the purpose of optimization, 50mL of Cr (VI) solution (100mg/L) was placed in seven 250mL capacity Erlenmeyer flask with stopper. In the experimental flask, biocarbon dose of 0.5 to 3.5g was added and equilibrated at the speed of 250rpm for 3hours (pH = 4.8). At the end of the equilibrium time, the samples were filtered off and the concentration of Cr (VI) was determined using AAS procedure. In the similar manner, the optimal contact time was established with the biocarbon between 90 and 125 µm was used in the batch biosorption studies.

The biosorption capacity of the biocarbon on removal of Cr (VI) in a synthetic wastewater was performed in this present study. For the purpose of optimization, 50mL of Cr (VI) solution (100mg/L) was placed in seven 250mL capacity Erlenmeyer flask with stopper. In the experimental flask, biocarbon dose of 0.5 to 3.5g was added and equilibrated at the speed of 250rpm for 3hours (pH = 4.8). At the end of the equilibrium time, the samples were filtered off and the concentration of Cr (VI) was determined using AAS procedure. In the similar manner, the optimal contact time was established with the biocarbon between 90 and 125 µm was used in the batch biosorption studies.
The removal of Cr (VI) with biocarbon is highly dependent on the pH of the solution which affects the uptake capacity of biocarbon. The influence of pH is presented in the Figure 4. The pH can significantly influence the removal behaviour of heavy metals, and there will be an optimum pH for maximum removal. Normally at the lower pH the metal uptake capacity of biocarbon is low [13]. The removal of Cr (VI) from aqueous solution by biocarbon was more efficient at a pH around 4.5 – 5.0. Further increase of pH leads the decrease in removal of Cr (VI) which might be the precipitate formation of chromium ions.

The effect of contact time on the removal of Cr (VI) ions by biocarbon is shown in the Figure 5. The time of contact has a significant influence on the adsorption process of Cr (VI) on biocarbon matrix. The results indicated that metal adsorption increases with contact time. The removal of Cr (VI) from aqueous solution increases progressively and reaches a maximum value of 95.80% at time of 150min. Further increase in contact time has a negligible effect on the percentage removal of Cr (VI). The possible mechanism of metal ions transfer to the solid includes diffusion through the fluid film and pores to the internal adsorption sites. Initially, the concentration gradient between the film and the solid surface is high, and hence the transfer of metal ions onto the solid surface is faster. As the contact time increases, intraparticle diffusion becomes predominant [14]. Hence, after 95.8% adsorption, metal ions take more time in the transfer process to internal adsorption sites through the pores. Therefore, the optimum time for adsorption of Cr (VI) on biocarbon is 150min for all batch studies.

The removal of Cr (VI) at different dose of biocarbon (0.5 – 3.5g) for the initial concentration of 100 mg/L is investigated. The result is presented in figure 6. The percentage removal of Cr (VI) increases with increasing adsorbent dose. This is due to the availability of rich active sites on the biocarbon matrix for adsorption process.

The effect of initial concentration of Cr (VI) ions from 10 to 100 mg/L is described in Figure 7. The removal of Cr (VI) increases with the increase in concentration of Cr (VI) ions. The rate of removal Cr (VI) is higher at the beginning due to larger surface area of biocarbon being available for the adsorption. Once saturation point is reached the capacity of the adsorbent gets exhausted and removal rate is controlled by the sorbate, transported from the exterior to the interior sites of the adsorbent particles. The results indicated that the initial Cr (VI) ions concentration determines the equilibrium concentration and also determines the rate of removal of Cr (VI) ions and its kinetic character [15].
CONCLUSION

The biocarbon generated from leaves of *Lantana camara* plant was found to be a better adsorbent based on its efficiency in the removal of chromium ions from synthetic wastewater. The biosorption results indicates that, the maximum removal of Cr (VI) ions was 95.80% under optimum condition such as pH of 4.8 and the biocarbon dosage of 2.5g/100mL and equilibrium contact time 150 minutes. Evaluation of FTIR spectroscopy revealed the involvement of –OH, C=O, C–O groups on the biocarbon surfaces in chromium binding. Hence the biocarbon can be rated as potential adsorbent for removal of chromium ions and other hazardous materials from industrial wastewater.
REFERENCES